
Purifica(on	  of	  UAr	  at	  Fermilab	  
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FROM	  COLORADO	  
80-‐90	  He	  
5-‐7%	  Ar	  
5-‐15%	  N2	  
+	  contaminants	  
	  	  	  	  CO2,	  CH4,	  C4H10,	  
C5H12,	  etc.)	  

Helium	  removed	  
30-‐40%	  Ar	  
60-‐70%	  N2	  
+	  contaminants	  
	  	  	  	  CO2,	  CH4,	  C4H10,	  
C5H12,	  etc.)	  

Contaminants	  
removed	  
30-‐40%	  Ar	  
60-‐70%	  N2	  

Uar	  Purified	  
100%	  Ar	  

Pressurized	  
into	  cylinders	  

Helium	  removal	  
Can	  process	  3	  cylinders	  
in	  3	  days	  =	  1	  kg/day	  

Contaminant	  
removal	  

Argon	  
Purifica?on	  

Currently	  Dis(lling	  new	  gas	  mix	  
Expected	  performance	  is	  be\er	  than	  1	  kg/day	  –	  working	  toward	  several	  kg/day	  

Pure	  Argon	  
Collec?on	  

Refilled	  cylinders	  must	  
be	  moved	  from	  CB	  He	  
separa(on	  to	  Dis(lla(on	  


